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Product ViewDirect-View LED Traffic Controller
SA4949R-05 Spaces Available

MESSAGE & CHARACTER HEIGHT
Seven Segment Display:  5 Inches
Spaces Available:   5 Inches
Level 5: 5 Inches
Level 3: 5 Inches
Level 1: 5 Inches

5

Level 4: 5 Inches
Level 2: 5 Inches

ELECTRICAL PLACEMENT
Power must not be run
communications.
COMMUNICATIONS
RS485, RS232, RS422

CABINET DIMENSIONS
49" H x 49" L x 5.5" D

MODEL NUMBER
SA4949R-05

LIGHT SOURCE
Direct-View LED

OPTIONS
Ceiling Mount Bracket

Projection Mount Bracket

Dual Angle Mount Bracket 42"

Projection Double Post Mount

Single Post Mount

Double Post Mount Length

Length

Base Plates Qty

RF Remote

Custom Paint

Flasher Unit

Photo Electric Sensor

Piezo Buzzer

Flashing Beacon

Switches

Available in 1, 2, 3, 4, 5, 6, 7, 8, 9 gang

Qty

Pantone Color

550 Wall Mount Bracket Qty

Gang

Scale: 1" = 1' 09232005

NOTE: LED quantity and placement not exact. For illustration purposes only.

ILLUMINATION SOURCE
Standard Red super bright, wide viewing angle LEDs
Also available in Green, Blue, or Amber LEDs
Long life; Up to 100,000+hours

CONSTRUCTION
Cabinet - Mitered extruded aluminum housing 5.5" Deep
Continuous integrated extruded aluminum front hinged panel
Back Plate - 0.125" Aluminum
Face Plate - 0.125" Aluminum with routed windows

FINISH
Cabinet - Standard Duranodic Bronze
Custom colors available upon request 

INSTALLATION
550 Wall Mount: (2) 6.5" aluminum brackets bolted to wall surface using slotted holes with 
appropriate fasteners (not included).

ELECTRICAL
Integrated solid state power supply
120 VAC Standard; Optional Voltages 12 to 24 VDC and 240 VAC
(5) 7 Segment Display Boards 0.04 Amps Maximum each
Communications RS485, RS232, and RS422
UL / CUL Approved for Wet Location
Using Signal-Tech protocol
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