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SA4149R-04
Hinged Front
PRODUCT NUMBER Panel
9431 ul.
CABINET DIMENSIONS C\° us
41"Hx49"Wx5.5"D
ILLUMINATION SOURCE
Super bright, wide viewing angle LEDs
Available in green, red, blue, amber, and white LEDs T
Messages "blankout" when turned off, eliminating confusion 5"
Long life, up to 100,000+ hours - i
ELECTRICAL | 155" 1
Integrated solid state power supply
Standard Voltage: 120 VAC, Optional Voltages: 9-36 V, 240 VAC, 277 VAC
Maximum amps per lighted message (at 120 V) shown in the table below .
UL/CUL approved for wet locations - 38" 41 |
CONSTRUCTION
Faces: Single Faced Sign ?
Extrusions (TCL): Mitered 5.5" deep corrosion resistant housing with §
integrated hinged panel. 3
Face Material: Impact Resisatant, Red tinted Acrylic 1/8" thick. -
FINISH
Standard Cabinet Color: Duranodic Bronze ;
Custom colors available upon request -
\. J ‘ i
‘ 46" ! -4
( MESSAGE | COLOR |HEIGHT | AMPS ) 4 It
Spaces Available | White Reflective Vinyl | 4"
LEVEL1-4 [White Reflective Vinyl| 4"
SEVEN SEGMENT BOARD [30°x 70° Red Oval| 5" 0.08
N y FULL 5|
\

\

REV 0| 11212006 | SD



